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NOTE:

CONCRETE THRUST BLOCK TO BE USED ONLY WHERE
IT WILL BEAR ON UNDISTURBED EARTH.

USE RESTRAINED JOINT FITTINGS (MEGALUG OR
APPROVED EQUAL) WHERE CONCRETE THRUST

BLOCK IS UNACCEPTABLE.

SIZE OF BLOCK OR MEGALUG TO BE DESIGNED FOR
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THICK CONCRETE BASE UNDER
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FIRE HYDRANT DETAILS
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/ 2" TO 4"

4 MIL POLY OVER

PROVIDE % CUBIC
YARD OF SELECTED
2" STONE— TO 6”
ABOVE HYDRANT DRAIN

BREAKAWAY FLANGE

IF CONCRETE THRUST
BLOCK IS USED, DO
NOT BLOCK DRAIN
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TABLE DEAD ENDS
AND TEES 5.6 10 15.8 226 40.2 62.8 90.4 141.0 203.6 277.0
; 90° FITTING | OTHERS
PIPE DIAMETER - INCHES 90° 7.9 14.2 224 32.0 56.8 88.8 127.7 199.0 288.0 392.0
6810&12 1-6 1-0 § 67 1/2° 11.1 17.6 25.1 447 70.0 100.2 157.0 226.0 308.0
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Z| 3334 13.1 23.3 365 525 82.0 118.0 161.0
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DESIGN THRUST BLOCKS OR OTHER SUITABLE
ANCHORAGE TO SUIT ACTUAL CONDITIONS
REINFORCING STEEL EACH WAY | THRUST BLOCK DIMENSIONS
b = WIDTH d = DEPTH
CHART
TYPE TYPE
THRUST BLOCK | THRUST BLOCK FOR DETERMINING
Ll
REQUIRED CONCRETE THRUST BLOCK DIMENSIONS AND REINFORCING g
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THRUST TO BE RESISTED (KIPS)

DUCTILE IRON PLUG

SOCKET PIPE PLUG CLAMP

BELL OF PIPE
OR FITTING

S

IF A SHORT PIECE OF PIPE
RETAIN BACK TO NEXT JOINT

b

FITTING BELLS TO BE KEPT -
FREE OF CONCRETE

TYPE .

TYPE .

SEE CHART ON DETAIL A-O01C
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2 — MANHOLE FRAMES &
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ANGLE OF FITTING

a — SEE TABLE .

SEE CHART ON
DETAIL 1-01c

NEENHAH FOUNDRY MANHOLE FRAME NO. R—1582

6.0” FLOOR SLAB
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a — SEE TABLE .

_ REINFORCED STEEL IF REQUIRED

PROPERLY COMPACTED BACKFILL

SEE SPECIFICATIONS.

ADJUST TO GRADE
W/ BRICK & MORTAR

(TOP OF FLOOR SLAB
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SECTION A—A

12" SCEENED GRAVEL
OR CRUSHED STONE

ON—LINE SEPARATOR (CAPACITY 1000 GALLONS)
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d | ON DETAIL
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N K . \— SUPPORT PIPE ADEQUATELY
1-0" TYPE . UNTIL THRUST BLOCK AND
1’—0” TYPE .
BELOW PIPE IS IN PLACE.
(FOR TEES, BENDS & DEAD ENDS)
CAPACITY D W L
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1000 4 5 6
NOTES:

TRENCH BOTTOM IN EARTH
TRENCH BOTTOM IN LEDGE
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